SPECIFICATIONS:

MICRO INPUT CHANNEL:
- number channel

- sensitivity

- impedance

- system

- sockets type

TAPE IN/OUT CHANNEL:
- nominal levels
- sockets type

BUILT IN AMPLIFIER
- power

- system

- frequency response
- protections

TONE CONTROL:
VOLTMETER CONTROL

LOUDSPEAKERS:
- horns

two

1,8 mV.

1000 ohm
unbalanced
6.3 mm. Jack

in: -20 dB / out: -10 dB
pin

40 watts rrm.s.
H class amplifier
70 - 22K Hz
over current
over voltage
over thermal
yes

yes

2 x 10" (255 mm.)

EXTRA LOUDSPEAKERS OUTPUT:

- impedance
- socket type

RECEIVER:

- receiving mode

- reception methode
- RF sensitivity

- image rejection

- sporious rejection
- pre-emphasis

WIRELESS MICROPHONE:

- type of emission

- frequency stability

- mike capsule

- frequency response
- dynamic range

- antenna

- RF output

- sporious

- battery

- battery life (alcaline)
- dimensions

- weight

(specifications and features are subject o change without prior notice)

8 ohm
6,3 mm. Jack

quartz-locked

true diversity

12dB uV @ S/N =85 dB
>60 dB

75 dB

50 Us

FM (F3E)
0,005% / 25°C.
dynamic microphone
50 Hz — 15 kHz
100 dB

built-in housing
40 mW

<-45 dBc
1X9V.

6 — 8 hours
240 mm

215 g.



